Gas Leak Tester
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B R—5TWKRI—IFT1T0F Portable Hydrogen Leak Detector

HDA-0100 series
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Portable Hydrogen
Leak Detector

H High-Sensitivity and Wide-Range Measurements
(Hydrogen measurement from 0.5 to 5000 ppm)
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Main Product Line oAir Leak Testers ®Digital Manomerters ®Flow Tester ®Pressure Supply Units ®Peripheral equipment and Related Customized equipment
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B Compact and Lightweight, Battery-powered

(Up to 8 hours of continuous operation)

M Fine leak detection
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Specifications may change without notice for product improvement.

N\
KENDMLEIR . H3ISOEAEESN T, *Signifies ISO applications not met by Fukuda. Rev.Feb.24 Printed Feb.24 1KK Printed in Japan M I UKUDA



HDA-0100-(D

BKFR)—U 717U 45DL5E MPortable Hydrogen Leak Detector Overview m i mModel

i O7O0—-JoRE 1 200 it (DProbe length 1 200 Firf
. \ REMREE K TEA T o
TA4T77YD70O—7 Detector probe Noéhl‘_ieﬁtthe test results with sound
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IR, 200 mm or 400 mm (EXRICTIRE / TP ETRNERMSE . __ - _
Measurements can be taken even at a distance. BRERRZLED()ELCD(E=ZY)RRT KEe>Y FEEKRAZLVY ydrogen gas sensor | Semiconductor hydrogen gas sensor
Select probes to suit your application ?00 mm or BH5E 1x10°® Pa-m¥/stY (R=v 7 73%) Equivalent t; 1x10°® Pa-m®s (sniffer method)
400 mm (please specify at time of order). -Buzzer notifies a leak. BERE SR W (EEEKRORMENE KR —IFAFIID Detection sensttivity Reference: M Ability to detect low concentrations of hydrogen
’ i 5 o ey E d applications of hyd leak detectors 3¢Availabil
Notifies the detection status with LED(ight) FIUT—vay KAEBEAE LD ABHERLET, i el il i . . i
. and LCD(monitor) display. PN ; The gas Is Including Hyd with a certai tration.
= EKRDIRAICHFL ERFL—4 | X%E o AR R o i - o We reiﬁi;:n%.{ﬂg o niciaiia ;leida;]az%r;ﬁn@%?gnd N2 (95%).
# (7-k§5 %, =3 95 % 1S010156:2017 FEAHRS] A) facesas This gas mixture is defined as nonflammable gas according to 1SO10156:2017
E)F\)sfc:glrlnf:%?l t| pageca’tnesctl ng hydrogen at A KEHRDBRMEEBH TVE T MOBTRARICERIGLET Although the gas selectivity is enhanced, it reacts to reducing gases.
HARABRE 0.5 ~ 5000 ppm Detecting Concentration | 0.5 ~ 5000 ppm
g;e%;"?’%?’_g pPMODEN Z Bl M EKFRARIC oK EHRILLSY NGHTS— KEEUH 3 G +15 % Hvd Standard gas concentration +15 % ) ]
Lo OK No measuring NG or Error ~ B 2 (o kDY REEEE . B EEDEL -ydrogen sensor Difference between the average value and the adjusted gas concentration
Detects leak of 0.5 to 5000 ppm. Sensitive to AREE = = ZITE o= W ¢ f‘n ! adjustment accuracy | when the sensor sensitivity is adjusted using standard gases and when
extremely low levels of hydrogen gas. NI S59y REE BEUcEEOFELABIRIEELDEZR the same gas is measured repeatedly.

1.5 sec

Gas detection

Background correction HARE 1.5 sec

LEDZ- &~ LED lights pation KHK:5 %, EHR:95 % HAD 1x10¢ Pa:m¥/s D% responsiveness | Leakage of 1x10° Pa-m¥/s of Hy: 5 %, N: 95 %
B Ny TS5 RE 0L L = BRI MM TRIE, RIS 2 ETORME gas measured at 1 mm distance.Time until it responds
LEDZ A MNEE TF T DA R ERER. BRI ERE ) = ) - : .
U © o RNEAL ppm. Pa:m®/s, mL/s .mL/min. g/year. mbar-L/s .torr-L/s Display Unit ppm, Pa*m?®/s, mL/s, mL/min, g/year, mbar-L/s, torr-L/s

Ensures visibility round the hands with LED lights.

Cancels background and

detects only areas of leakage. Operation Temperature

/Humidity Range

EERE - EEEE | 0~50 °C.45~85 %RH 0~50 °C, 45~85 %RH

EERE) Battery-powered FESR:AC:1100~240V 50/60 Hz Battery charger:100~240 VAC 50/60 Hz

/INEERE  Small and lightweight

Power Source/

=] = F_bZTmﬁ{Eb\I%i%‘CTEFﬁ ko . - BREE FEHM 26650 BUFILLAVFTEHM Applied Current Battery: 26650 lithium-ion rechargeable battery
Ny 7V ERE) E i AR K8k [E) AEEMZEBRUIEVS VIR (IR¥EEI &) DC 2.7 ~ 4.2V (with protection circuity DC 2.7 ~ 4.2V
Cordless and can be used in a wide range of B8 5400 g\ TFUED)
environments(Battery-powered, hours of - Easy-to-use shape, designed for excellent 35 5% 52 A R R HISEFE (ERRIRICEDEBHD) Continuous operation hours | Approx. 8 hours (varying depending on usage state)
continued use: approx. 8 hours). usability. ' - ) .

- Mass: Approx.400 g(Included battery). AT ZRHR W 50 mm x D 390 mm X(&.590 mm x H 157 mm Bermes Dhnerions Main Body:W 50 mm x D 390 mm or 590 mm x H 157 mm

70—7:200 mm X(&.400 mm Probe:200 mm or 400 mm

BE BHE:#400g NYFUESD Mass
FEE M 24, FTEER. USBT —J )L, AC/USB7H 74,

Approx. 400 g Included battery

MEBEKZOBRMENDEKRRY—I9T1TI5DOT7 TV r—3Y>

2 rechargeable batteries, Battery charger, USB cable,

H Ability to detect low concentrations of hydrogen and applications of hydrogen leak detectors HESR USBXEU T =R, ¥ aIFNILM T4V (Fl). Accessories AC/USB adapter, USB flash memory device, Case,
OV (F1&) Shoulder belt, Filter (spare), O-ring (spare)
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The HDA-0100 is a product specializing in the detection of extremely CHpillanes \ .

low levels of hydrogen. Recommended for low-level hydrogen testing 1x10° Pa-m%/s

using a mixture of 5 % Hydrogen(Hz2), 95 % Nitrogen(N2)
(non-flammable and safe gas ISO 10156 :2017). We recommend this
detector for the following uses. Due to its smaller size, this unit is easier
to handle compared to conventional types.
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'/\ \ ‘ J - HDA-0100AH AtV Y REREMAAE X :GVZ-0002
; HEDSHSMEBARITRE 1x10° Pa-m¥s)ZRAI A HEo - Adjusting unit for sensor sensitivity of HDA-0100 Model:GVZ-0002
(BUAERREBEICEDAIEHIEEHLET,)

U< EBEAE TN REREZFRICEETEZIREZCHRBRLTVWEI . RBRIET
Capable of detecting extremely low levels of hydrogen(gas H— & TERD I ﬁ“)\—c s\ ﬁ_. iR f‘ib\ 3’? D RoAADFL SN,
volume: 1x10°¢ Pa+m¢s) emitted from capillaries.” BERABEDZEIDEIISHICKWEELB>TVET,

(Howeyar, taval_lablllt% mgyt;/]ar%/ qtependlng o thie A jig is available for easier sensitivity adjustment. This jig allows the
Msasufement ecnrenment and ciher Tactors) probe to be inserted further than before and has a gap around it,

/ Please contact FUKUDA Sales for details. allowing excess gas to be discharged and preventing air intake from
around the jig.

BAKECERAOE =S WPrecautions for use of this unit

BAKRV—IT14T7 I . BEEVWEHICEVTOREREBNLETT,
EUHORERETHERIIARSMEEAR(TT INFVR) ZZHERALIES L,
Fre  BERERIRETHET ZEREICEVWARZCHETIW,

The sensitivity of the sensor must be adjusted before using this hydrogen leak detector.

’ Please use standard gas(air balance) for the gas used in sensor sensitivity adjustment. In addition, for the
concentration specification, please prepare a gas that is close to the concentration test requirement.
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Hydrogen detection

KRU—IT470%
Hydrogen Leak Detector
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Test Piece
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Tracer Gas
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H Compatible with non-diluted hydrogen gas

AREFR(E. 0.5~5000 ppmDKREZRAMAE T ARV MoKkESA
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This unit can detect hydrogen levels from 0.5 to 5000 ppm. It can

also be used for test pieces filled with hydrogen gas, such as gas
plants, hydrogen gas generators, and filling devices.

miZ# X mStandard Gas

@ EEHARE—EDEEICABINICARTT . B ICEIZAMENRTAINRTVED,

@ EEHARZAVWTC TATIIDREZRAELET,

O AFOREICIE.FIELTIKE 10 ppm AiIr/INSVRADEBEA R  ESHEET L

@ HARYROEAHFICTEEBL LIV (ARKEHREZETHRILGEEBRED 2O
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@ Precision for concentration exists. The gas is supplied analysis table. S

*Not explosion-proof. 1S
P P @ The gas can be calibration to compare measurements of concentration with g €

xR measurements of detector. E = | ©

AERE TOKREEICSERLEVARREN BV EAETERVEENBOET, @ On the occasion of an order, as an example, “Standard gas of mixing Air with hydrogen(10 ppm)”. g £ h|o

Caution) @ Always take care around the gas cylinder's mounting joints. 73| @ A

Please take care of the hydrogen concentration in the measurement environment. Measurement may not be available when (It may be back-threaded as a precaution for gases containing flammable gases. Please check the ES

the hydrogen concentration is high. direction of the screw and prepare it so that there is no difference from the pressure reducing valve.) 3.4L 10L






